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(57) ABSTRACT

Disclosed are an apparatus and a method capable of adjusting
an upstream band for a corresponding ONU by detecting a
quantity of bands occupied by a packet, not an effective user
packet, among upstream transmission bands for each target
object of allocation of each band in the OLT to examine
whether a queue report is normal, and detecting an ONU,
which transmits an abnormal queue report, according to the
examination. An OLT of a PON according to an exemplary
embodiment of the present disclosure includes: a frame moni-
toring unit configured to monitor upstream frame data
received for each T-CONT; an error detection unit configured
to determine whether a queue report error is generated for
each T-CONT according to a result of the monitoring; and a
band allocation controller configured to allocate an upstream
band for an ONU, in which the queue report error is gener-
ated, separately from a normal ONU.

9 Claims, 3 Drawing Sheets
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1
OPTICAL LINE TERMINAL OF PASSIVE
OPTICAL NETWORK, AND METHOD FOR
CONTROLLING UPSTREAM BAND USING
THE SAME

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is based on and claims priority from
Korean Patent Application No. 10-2013-0028469, filed on
Mar. 18, 2013, with the Korean Intellectual Property Office,
the disclosure of which is incorporated herein in its entirety
by reference.

TECHNICAL FIELD

The present disclosure relates to a technology for prevent-
ing an upstream band from being unnecessarily occupied due
to a queue report error of a specific optical network unit
(ONU) in a passive optical network (PON) system.

BACKGROUND

An optical network is a technology for effectively provid-
ing a necessary band to a network unit, and has a point-to-
point structure and a point-to-multipoint structure. An optical
line terminal (OLT) has an interface for supporting a plurality
of optical network units (ONU), and has a control authority
for the entire ONUs. In general, the point-to-point structure is
mainly used in an active optical network (AON), and the
point-to-multipoint structure is mainly used in a passive opti-
cal network, and the point-to-point structure and the point-
to-multipoint structure are standardized by an international
standardization organization, such as IEEE and ITU-T.

FIG.11s a configuration diagram of a general PON system.

As illustrated in FIG. 1, the PON system generally has a
tree structure in which one OLT 101 corresponds to a plurality
of ONUs 105 to 107 as a ratio of 1:N through a passive
element 103. In downstream transmission to the ONUs 105 to
107 in the OLT 101, data transmitted by the OLT 101 is
broadcasted to the entire ONUs 105 to 107, so that a problem
due to media sharing is not generated. However, in a case of
upstream transmission, the plurality of ONUs 105 to 107 is
connected to the OLT 101 through one optical fiber from the
passive element 103, so that a time division multiple access
medium access control (TDMA MAC) protocol using a trans-
mission media while avoiding temporal overlap is necessary
in order to perform the upstream transmission without a col-
lision between the ONUs 105 to 107.

In the meantime, according to the XGPON standard estab-
lished by the ITU-T, in order to embrace traffic having various
characteristics, each ONU stores and transmits upstream data
according to a priority by setting a separate class queue called
T-CONT (transmission container) for each service class. The
OLT may effectively use a band by collecting standby state
information regarding the number of standby user packets in
a corresponding queue from the ONT for the T-CONTs oper-
ated in the entire PON links managed by the OLT, and allo-
cating an upstream band width for each T-CONT based on the
collected standby state information.

As described above through the ITU-T XGPON standard,
the upstream transmission the passive optical network
(PON), especially, the PON based on the TDMA, is per-
formed in a method in which the ONU first makes a report of
a quantity of user packets stacked in the ONU queue to the
OLT, the OLT determines upstream bands for the entire
ONUs based on the report and allocates the determined
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upstream band to each ONU, and thus the ONU transmits data
within the allocated band in response to the allocation.

When the specific ONU reports that a quantity of user
packets is larger than the quantity of user packets standing by
in the actual queue, or reports that the queue always seems to
be fully filled regardless of the quantity of actual user packets
in this structure, the OLT determines the upstream band of
each ONU and allocates the determined upstream band while
depending on the corresponding report, thereby resulting in
unnecessary waste of the upstream band width.

When the ONU making a queue report error is present in
the network as described above, a part of or an entire upstream
bandwidth is unnecessarily occupied, and as aresult upstream
transmission of another normal ONU is disturbed. This
causes a similar result to a rogue ONU in which an optical
module of the specific ONU disturbs the upstream transmis-
sion of other ONUs by creating an abnormal operation.
Accordingly, a method and an apparatus for detecting the
queue report error of the ONU to take measures for the ONU,
which transmits an incorrect queue report, are necessary.

SUMMARY

The present disclosure has been made in an effort to pro-
vide an apparatus and a method capable of adjusting an
upstream band for a corresponding ONU by detecting a quan-
tity of bands occupied by a packet, not an effective user
packet, among upstream transmission bands for each target
object of allocation of each band in the OLT to examine
whether a queue report is normal, and detecting an ONU,
which transmits an abnormal queue report, according to the
examination.

An exemplary embodiment of the present disclosure pro-
vides an optical line terminal (OLT) of a passive optical
network (PON) including: a frame monitoring unit config-
ured to monitor upstream frame data received for each trans-
mission container (T-CONT); an error detection unit config-
ured to determine whether a queue report error is generated
for each T-CONT according to a result of the monitoring; and
a band allocation controller configured to allocate an
upstream band for an optical network unit (ONU), in which
the queue report error is generated, separately from a normal
ONU.

The frame monitoring unit may determine whether a frame
is an idle frame by using header information of the received
upstream frame data, and calculate an entire size of the
upstream frame data for each T-CONT and a size of the idle
frame.

When the size of the idle frame to the entire size of the
upstream frame data according to a result of the calculation is
larger than a predetermined threshold, the error detection unit
may determine that the queue report error is generated.

The band allocation controller may include: a normal ONU
band allocation unit; an abnormal ONU band allocation unit;
a multiplexer configured to multiplex band allocation infor-
mation generated in the normal ONU band allocation unit and
the abnormal ONU band allocation unit; and a processor
configured to control so that the abnormal ONU band alloca-
tion unit processes the band allocation for the ONU, in which
the queue report error is generated, by using information
received from the error detection unit.

The processor may recognize an ONU, in which the queue
report error is generated, by using the identification informa-
tion (AllocID) of the T-CONT.
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The abnormal ONU band allocation unit may decrease an
upstream band of a corresponding ONU for every predeter-
mined level according to the number of times of generating
the queue report error.

Another exemplary embodiment of the present disclosure
provides a method of controlling an upstream band by using
an optical line terminal (OLT) of a passive optical network
(PON), including: monitoring upstream frame data received
for each transmission container (T-CONT); determining
whether a queue report error is generated for each T-CONT
according to a result of the monitoring; and allocating an
upstream band for an optical network unit (ONU), in which
the queue report error is generated, separately from a normal
ONU.

The monitoring of the upstream frame data may include:
determining whether a frame is an idle frame by using header
information of the received upstream frame data; and calcu-
lating an entire size of the upstream frame data and a size of
the idle frame for each T-CONT.

The determining whether the queue report error is gener-
ated may include determining that the queue report error is
generated when the size of the idle frame to the entire size of
the upstream frame data according to a result of the calcula-
tion is larger than a predetermined threshold.

The allocating of the upstream band may include: recog-
nizing an ONU, in which the queue report error is generated,
by using the identification information (AllocID) of the
T-CONT; and controlling so that an abnormal ONU band
allocation unit separately processes band allocation for the
ONU in which the queue report error is generated.

According to the exemplary embodiments of the present
disclosure, it is possible to detect a quantity of bands occupied
by a packet (that is, an idle frame in a case of an ITU-T
XGPON), not an effective user packet, among upstream
transmission bands for each target object of allocation of each
band (that is, a T-CONT in a case of the ITU-T XGPON) in
the OLT to examine whether a queue report is normal, and
detect an ONU, which transmits an abnormal queue report,
according to the examination. Accordingly, it is possible to
adjust an upstream band for the ONU, in which the queue
report error is generated, and it is possible to solve a situation
in which an upstream band is unnecessarily wasted by the
corresponding ONU or upstream data transmission of another
normal ONU is disturbed.

The foregoing summary is illustrative only and is not
intended to be in any way limiting. In addition to the illustra-
tive aspects, embodiments, and features described above, fur-
ther aspects, embodiments, and features will become appar-
ent by reference to the drawings and the following detailed
description.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG.11s a configuration diagram of a general PON system.

FIG. 2 is a schematic configuration diagram of an optical
line terminal (OLT) of a passive optical network (XG-PONT1)
according to an exemplary embodiment of the present disclo-
sure.

FIG. 3 is a detailed configuration diagram of an OLT MAC
of FIG. 2.

FIG. 4 is a flowchart illustrating a method of controlling an
upstream band using the optical line terminal (OLT) of the
passive optical network (XG-PON1) according to the exem-
plary embodiment of the present disclosure.

DETAILED DESCRIPTION

The aforementioned objects, characteristics, and advan-
tages will be described with reference to the accompanying
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drawings in detail, and thus those skilled in the art to which
the present disclosure pertains will easily implement the tech-
nical spirit of the present disclosure. In the following descrip-
tion, a detailed explanation of known related functions and
constitutions may be omitted so as to avoid unnecessarily
obscuring the subject manner of the present disclosure. Here-
inafter, an exemplary embodiment according to the present
disclosure will be described with reference to the accompa-
nying drawings in detail.

FIG. 2 is a schematic configuration diagram of an optical
line terminal (OLT) of a passive optical network (XG-PONT1)
according to an exemplary embodiment of the present disclo-
sure, and F1G. 3 is a detailed configuration diagram ofan OLT
MAC of FIG. 2.

Referring to FIGS. 2 and 3, an XG-PON1 OLT according
to the exemplary embodiment of the present disclosure
includes an OLT MAC 20 for detecting an ONU, which
transmits an abnormal queue report, by monitoring a frame
for each T-CONT to separately adjust an upstream band of the
corresponding ONU, a service network interface (SNI) 202
that is an uplink interface, and an optical Tx/Rx 22 for trans-
mitting/receiving an optical signal to/from a PON section.

The OLT MAC 20 includes a frame monitoring unit 30 for
monitoring upstream frame data received for each T-CONT,
an error detection unit 31 for determining whether a queue
report error for each T-CONT is generated according to a
result of the monitoring, and a band allocation controller 33
for allocating an upstream band for an ONU, in which the
queue report error is generated, separately from a normal
ONU. The OLT MAC 20 may further include an XGTC frame
receiver 34 as a configuration for transceiving upstream data
and downstream data between the SNI 21 and the optical
Rx/Tx 22, an XGEM frame receiver 35, an XGEM frame
transmitter 36, and an XGTC frame transmitter 37.

The frame monitoring unit 30 may receive a copy of
upstream XGEM frame data and AllocID information, which
is identification information of the T-CONT, among outputs
transmitted from the XGTC frame receiver 34 and the XGEM
frame receiver 35. The frame monitoring unit 30 may deter-
mine whether a frame is an idle frame by using header infor-
mation of the input XGEM frame data, add each of the entire
size (the number of bytes) of the upstream frame data for each
AllocID and a size of the idle frame (the number of bytes) by
counting a length of each frame, and transmit the addition to
the error detection unit 31.

The error detection unit 31 may calculate a ratio of the size
of the idle frame to the entire size of the received upstream
data frame for each AllocID, and determine that the queue
report error is generated when the calculated ratio is larger
than a predetermined threshold. When the queue report error
is generated as described above, the error detection unit 31
may transmit error generation information to the band allo-
cation controller 33 in an alarm form.

The band allocation controller 33 may include a normal
ONU band allocation unit 332, an abnormal ONU band allo-
cation unit 333, a multiplexer 334 for multiplexing band
allocation information generated in the normal ONU band
allocation unit 332 and the abnormal ONU band allocation
unit 333, and a processor 331 for controlling so that the
abnormal ONU band allocation unit 333 processes the band
allocation for the ONU, in which the queue report error is
generated, by using the information received from the error
detection unit 31.

The processor 331 recognizes the ONU, in which the queue
report error is generated, through the AllocID of the T-CONT
in which the alarm is generated, and controls so that the
abnormal ONU band allocation unit 333, not the existing
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normal ONU band allocation unit 332, processes the band
allocation for the corresponding ONU.

The multiplexer 334 multiplexes the band allocation infor-
mation generated in the normal ONU band allocation unit 332
and the abnormal ONU band allocation unit 333 and trans-
mits the multiplexed band allocation information to the
XGTC frame transmitter 37.

Through the aforementioned method, it is possible to con-
trol so that the band allocation for the ONU, in which the
queue report error is generated, is separately performed from
the band allocation for the normal ONU. A method according
to pre-setting by a user may be selected as an algorithm used
in this case, or various methods, including a decrease in band
allocation for every predetermined level (for example, %)
according to the number of times of the queue report errors
may be used for the algorithm.

FIG. 4 is a flowchart illustrating a method of controlling an
upstream band using the optical line terminal (OLT) of the
passive optical network (XG-PON1) according to the exem-
plary embodiment of the present disclosure.

Referring to FIG. 4, the method of controlling an upstream
band of the passive optical network (XG-PONT1) according to
the exemplary embodiment of the present disclosure
includes: monitoring upstream frame data received for each
T-CONT (S40), determining whether a queue report error is
generated for each T-CONT according to a result of the moni-
toring (S41), recognizing a corresponding ONU when the
queue report error is generated (S42 and S43), and allocating
an upstream band for the ONU, in which the queue report
error is generated, separately from a normal ONU (S44).

The control method of FIG. 4 will be described based on
the OLT apparatus according to the exemplary embodiment
of FIGS. 2 and 3.

In step S40, the frame monitoring unit 30 first receives a
copy of upstream XGEM frame data and AllocID informa-
tion, which is identification information of the T-CONT,
among outputs transmitted from the XGTC frame receiver 34
and the XGEM frame receiver 35, and determines whether a
frame is an idle frame by using header information of the
input XGEM frame data. Next, the frame monitoring unit 30
adds each of the entire size (the number of bytes) of the
upstream frame data for each AllocID and a size of the idle
frame (the number of bytes) by counting a length of each
frame to transmit the addition to the error detection unit 31.

Next, in step S41, the error detection unit 31 calculates a
ratio of the size of the idle frame to the entire size of the
received upstream data frame for each AllocID, and deter-
mines that the queue report error is generated when the cal-
culated ratio is larger than a predetermined threshold (S42).
When the queue report error is generated as described above,
the error detection unit 31 may transmit error generation
information to the processor 331 of the band allocation con-
troller 33 in an alarm form.

Next, in step S43, the processor 331 recognizes the ONU,
in which the queue report error is generated, through the
AllocID of the T-CONTs in which the alarm is generated.

Subsequently, in step S44, the processor 331 controls so
that the abnormal ONU band allocation unit 333, not the
existing normal ONU band allocation unit 332, processes the
band allocation for the ONU, in which the queue report error
is generated, and the multiplexer 334 multiplexes the band
allocation information generated in the normal ONU band
allocation unit 332 and the abnormal ONU band allocation
unit 333 and transmits the multiplexed band allocation infor-
mation to the XGTC frame transmitter 37, so that the band
allocation for the ONU, in which the queue report error is
generated, is separately performed from the band allocation
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for the normal ONU. A method according to pre-setting by a
user may be selected as an algorithm used in this case, or
various methods, including a decrease in band allocation for
every predetermined level (for example, 12) according to the
number of times of the queue report errors may be used for the
algorithm.

From the foregoing, it will be appreciated that various
embodiments of the present disclosure have been described
herein for purposes of illustration, and that various modifica-
tions may be made without departing from the scope and
spirit of the present disclosure. Accordingly, the various
embodiments disclosed herein are not intended to be limiting,
with the true scope and spirit being indicated by the following
claims.

What is claimed is:

1. An optical line terminal (OLT) of a passive optical net-
work (PON), comprising:

a frame monitoring unit configured to monitor upstream
frame data received for each transmission container
(T-CONT);,

an error detection unit configured to determine whether a
queue report error is generated for each T-CONT
according to a result of the monitoring; and

a band allocation controller configured to allocate an
upstream band for an optical network unit (ONU) that
generates the queue report error,

wherein the band allocation controller includes

anormal ONU band allocation unit that processes the band
allocation for the normal ONU,

an abnormal ONU band allocation unit, and

a processor configured to control so that the abnormal
ONU band allocation unit processes the band allocation
for the ONU in which the queue report error is gener-
ated, by using information received from the error detec-
tion unit.

2. The optical line terminal of claim 1, wherein the frame
monitoring unit determines whether a frame is an idle frame
by using header information of the received upstream frame
data, and calculates an entire size of the upstream frame data
for each T-CONT and a size of the idle frame.

3. The optical line terminal of claim 2, wherein the frame
monitoring unit receives upstream XGEM frame data and
identification information (AllocID) of the T-CONT among
outputs transmitted from an XGTC frame receiver to an
XGEM frame receiver within an OLT media access control
(MAC).

4. The optical line terminal of claim 2, wherein when the
size of the idle frame to the entire size of the upstream frame
data according to a result of the calculation is larger than a
predetermined threshold, the error detection unit determines
that the queue report error is generated.

5. The optical line terminal of claim 1, wherein the band
allocation controller further includes:

a multiplexer configured to multiplex band allocation
information generated in the normal ONU band alloca-
tion unit and the abnormal ONU band allocation unit.

6. The optical line terminal of claim 1, wherein the proces-
sor recognizes the ONU, in which the queue report error is
generated, by using the identification information (AllocID)
of the T-CONT.

7. A method of controlling an upstream band by using an
optical line terminal (OLT) of a passive optical network
(PON), the method comprising:

monitoring upstream frame data received for each trans-
mission container (T-CONT);
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determining whether a queue report error is generated for
each T-CONT according to a result of the monitoring;
and

allocating an upstream band for an optical network unit

(ONU) that generates the queue report error, 5
wherein the allocating of the upstream band includes
recognizing an ONU, in which the queue report error is

generated, by using the identification information (Al-
locID) of the T-CONT, and

controlling so that a normal ONU band allocation unit 10

processes the band allocation for the normal ONU and

an abnormal ONU band allocation unit separately pro-
cesses band allocation for the ONU in which the queue
report error is generated.

8. The method of claim 7, wherein the monitoring of the 15
upstream frame data includes:

determining whether a frame is an idle frame by using

header information of the received upstream frame data;

and

calculating an entire size of the upstream frame dataand a 20

size of the idle frame for each T-CONT.

9. The method of claim 7, wherein the determining whether
the queue report error is generated includes determining that
the queue report error is generated when the size of the idle
frame to the entire size of the upstream frame data according 25
to a result of the calculation is larger than a predetermined
threshold.



